
SERIE - SERIES

KMS

MOTORI SOMMERSI PER ELETTROPOMPE 4”

4” SUBMERSIBLE MOTORS

Modello

Model

Spinta Assiale

Axial Load

N

Hp kW
A max

1ph 230V

Condensatore

Capacitor

F

Rpm Cos 

Lunghezza

Length

mm

Peso

Weight

kg

KMSM 100 2500 1 0,75 5,2 40 2795 0,93 450 9,1

KMSM 150 2500 1,5 1,1 7,2 50 2805 0,93 490 11,3

KMSM 200 2500 2 1,5 9,7 60 2800 0,93 550 11,6

KMSM 300 2500 3 2,2 14 75 2795 0,93 640 17,5

3ph 400V

KMST 100 2500 1 0,75 2,1 2825 0,79 430 8,4

KMST 150 2500 1,5 1,1 2,9 2820 0,80 450 10,8

KMST 200 2500 2 1,5 3,8 2810 0,80 480 12,4

KMST 300 2500 3 2,2 5 2825 0,80 540 17

KMST 400 5000 4 3 6,4 2830 0,82 580 21,2

KMST 550 5000 5,5 4 8,2 2815 0,83 660 24,7

KMST 750 5000 7,5 5,5 11 2810 0,84 730 30

GENERALITÀ / FEATURES

ad uso alimentare. Il cuscinetto reggispinta è ampiamente 

MATERIALI 

Camicia esterna acciaio AISI 304 ed accoppiamento norme NEMA
Flangia in ottone o acciaio cromato
Cuscinetti: tipo radiale a sfere

MOTORE / MOTOR

Motore asincrono 2 poli

Versione monofase 230V 50Hz, versione trifase 400V 50Hz

LIMITI DI IMPIEGO / OPERATING CONDITIONS

Flusso di raffreddamento: 0,1 m/sec

OPZIONI / OPTIONS

Tensioni e frequenze diverse
Tenuta meccanica in grafite-ceramica

 Shell: AISI 304 stainless steel
Flange: brass and nichel plated 
Thrust ball bearing radial type
Special rubber compensation diaphragm
Sand guard

Two poles asynchronous motor

Single-phase version 230V 50Hz, three-phase version 
400V 50Hz

Cooling flow: 0,1 m/sec

Different voltage and frequencies
Mechanical seal graphite-ceramic
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